STANDARD - GENERAL LAP ENGAGEMENT PROCEDURE

’ OVERLAP SHEET

UNDERLAP SHEET

1. ALIGN THE OVERLAP SHEET ABOVE THE
UNDERLAP SHEET.

3. APPLYING PRESSURE BY HAND, CLIP THE
OVERLAP SHEET ONTO THE UNDERLAP UNTIL
FULLY ENGAGED

NOTE:

IF ROOF PITCH IS LESS THAN 7.5° INSTALL SILICONE
BEAD ALONG THE BEND OF THE OVERLAP SHEET
BEFORE ENGAGING THE OVERLAP SHEET AND
INTERLOCKING ON THE UNDERLAP SHEET

TO BEGIN LOCKING THE OVERLAP SHEET, LIFT
THE OPPOSITE END ~30°

l

THE ENGINEERING DESIGN AND DETAILS ON THIS DRAWING REMAIN THE COPYRIGHT OF ZAMMIT METAL ROOFING AND
SHALL NOT BE REPRODUCED IN ANY WAY WHATSOEVER, WITHOUT THE WRITTEN CONSENT OF ZAMMIT METAL ROOFING

ONCE FULLY ENGAGED, STRAIGHTEN AND
AFFIX THE OPPOSITE END BEFORE
CONTINUING.

THIS DRAWING AND ALL CONSTRUCTION &
INSTALLATION DETAILS SHALL BE STUDIED
IN CONJUNCTION WITH THE STRUCTURAL
ENGINEERING DESIGN  CERTIFICATION
AND SAFETY REPORT CONDITIONS
STATED IN THAT DOCUMENT
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